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SECTION 1: SAFETY

STOP building this project for your 
own safety.



SECTION 2: INTRODUCTION

Contact InfoManual

NOTICE
WE STRONGLY RECOMMEND that you read 
books, review industry trade magazines, or 
get formal training before beginning any 
projects. Regardless of the content in this 
section, Grizzly Industrial will not be held 
liable for accidents caused by lack of train-
ing.

There is potential danger when operating 
woodworking machinery. Accidents are fre-
quently caused by lack of familiarity or fail-
ure to pay attention. Use any machines with 
respect and caution to decrease the risk of 
operator injury. If normal safety precautions 
are overlooked or ignored, serious personal 
injury may occur.

No list of safety guidelines can be com-
plete. Every shop environment is different. 
Always consider safety first, as it applies 
to your individual working conditions. Use 
tools and any machinery with caution and 
respect. Failure to do so could result in seri-
ous personal injury, damage to equipment, 
or poor work results.



SECTION 3: PARTS INVENTORY

Boxed Components Qty
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Bag 7 Qty
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Recommended Tools & Supplies:

Supplies/Tools

Bag 4 Qty

Bag 5 Qty
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To sand the guitar body:

1. 

2. 

3.

4. 

5.

6. Step 4

7.

Note: Take your time with this sub-section and 
consider testing ideas in scrap wood before per-
forming the work on the actual headstock.

To sand the guitar neck:

1. 

2. 

3. 

Figure 9, Page 6

Note: Sanding the fingerboard will affect the 
playability of the guitar, and could lead to 
unrepairable damage.

Sanding NeckSanding Body
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Masking Tape Areas

In preparation for the finish coating, the fol-
lowing parts of the guitar (see Figures 9 & 10) 
need to be covered with masking tape:

Figure 9.

Note Failure to correctly mask off these areas 
could result in unrepairable damage to the guitar.

Figure 10.

Note The guitar body is made from alder wood 
and the neck from maple wood. Clear finishes 
such as lacquer look exceptionally stunning and 
glossy on these nice types of wood.

Painting/Finishing Tips:

using finishing materials.

and safety glasses when using finishing 
materials!

a.

b.

c.

d.

e.

Note: Always follow the finish manufac-
turer’s instructions.

Painting/Finishing



Mounting Tuners

To install the tuners:

1. 

Note: If you have trouble inserting the bush-
ings, turn a drill bit by hand in the top of the 
hole to widen it just enough to insert the 
bushings. You can also use a deadblow ham-
mer or a dowel in a drill press to press the 
bushings into the tuner mounting holes.

2. 

3. 

4.

5. 
 

Figure 11

6. 
 Figure 11

Note: Drilling the holes deeper than 3⁄8" could 
result in drilling out through the front face of 
the headstock.

Figure 11

7.

Figure 12

Figure 12



Mounting Neck

To attach the neck to the guitar body:

1. 
. 

2. Figure 
13

 Note: Make sure the neck is fully seated into 
the neck pocket. No gaps should be visible 
between the neck and the body.

3. 

4. 

Figure 14

Figure 13.

 Note: Drilling the holes deeper than 13⁄4" 
could result in drilling out through the finger-
board.

5.

6.

 Figure 15

Figure 14.

Figure 15.



3. 
. 

4.
Figure 18

5.

6.

Figure 18.

Positioning Pick 
Guard

To position the pick guard on the guitar 
body:

1. 
Figure 16.

Figure 17.

2. 
Figure 17

Figure 16.



Tremolo Bridge

To attach the tremolo bridge to the guitar 
body:

1. 
Figure 19

Figure 19.

2. 

Figure 20

Figure 20.

Figure 21.

Figure 22.

3. 

.

4.

 Figure 21

5.

 

6.

Figure 22

Note: Drilling the holes deeper than 1" could 
result in drilling out through the back of the 
guitar body.



11.

12.

13.
Figure 

25

Figure 25.

7.
 

8.
Figure 23

9.

10. 

 Figure 24

Note: DO NOT drill the holes deeper than 
11⁄2".

Figure 23.

Figure 24.

Strap Buttons

Figure 26

To attach the strap buttons to the guitar 
body:

1. 
.

2.

Figure 26.



Winding Strings

Figure 28

To install the guitar strings:

1.
Figure 29

Figure 29.

Figure 28.

Audio Jack

To attach the audio jack to the guitar body:

1. Figure 27

2. 

3.
 

4.

Note: Drilling the holes deeper than 1⁄2" could 
result in drilling out through the back of the 
guitar body.

5.

Figure 27.



2.

3.

Note: If too much slack is allowed, then the 
string could wind off the machine head after 
many successive rotations. If not enough 
slack is allowed, then the string may not hold 
the winding tension.

4.

5.

Note: DO NOT tighten the strings beyond the 
initial tensioning at this time. Final tensioning 
should be completed during the string tuning 
process.

6.

7.

Figure 30.

String Retainers

Figure 30

To install the string retainers:

1.
 

2.

Note: Drilling the holes deeper than 1⁄2" could 
result in drilling out through the front face of 
the headstock.

3.



Mounting Pick Guard

To secure the pick guard to the guitar body:

1. 

Figure 31

2.
 

3.

Note: Drilling the holes deeper than 1⁄2" could 
result in drilling out through the back of the 
guitar body.

4.

Figure 31.

Mounting Back Plate

Figure 32.

To mount the back plate to the guitar body:

1. 
Figure 

32

2.
 

3.

Note: Drilling the holes deeper than 1⁄2" could 
result in drilling out through the front of the 
guitar body.

4.



String Height

Figure 33

Note: Use a steel ruler with a resolution of at least 
1⁄64"

Figure 33.

Neck Adjustment

SECTION 5: SET UP
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To check the string heights of the 1st and 6th 
strings at the 12th fret:

1. 
 Figure 35

Figure 35.

2.

3.

 Figure 
33

Figure 34.

To check the string heights of the 1st and 6th 
strings at the 1st fret:

1.  
Figure 34



Pick Up Height

To measure the string height at the pick up:

1.

Figure 36

Note: Use a steel ruler with a resolution of at 
least 1⁄32".

Figure 36.

2.

Figure 35

Tremolo Arm

Figure 37

Figure 37.



To tune the guitar:

1. 

2.

3.

4.

5.

6.

7

8.

Tuning

Important issues to consider when tuning a 
guitar:

Figure 38

Page 19

Figure 38.



H4412—The Guitar Handbook. 

Figure 41.

SECTION 6: REFERENCE INFO

NOTICE
Refer to our website or latest catalog for 
additional recommended accessories.

Figure 39.

T23099—Chromatic Tuner/Metronome

Accessories

H4409—The Art of Inlay

Figure 40.

T21359—Guitar Finishing DVD

Figure 42.



Figure 43.

H3901—Behlen Jet Spray™ Clear Lacquer– 
Flat 
H3903—Behlen Jet Spray™ Clear Lacquer– 
Satin
H3937—Behlen Top Coat Lacquer - Satin
H3938—Behlen Sanding Sealer, 13 Oz. 

Figure 44.

H0818—Fine Prepolishing Paste, 1.85 Lb.
H4873—Medium Prepolish Liquid, 1 Qt.
H0821—High Gloss Polishing Liquid, 1 Qt.

Figure 45. 

H2499—Small Half-Mask Respirator
H3631—Medium Half-Mask Respirator
H3632—Large Half-Mask Respirator
H3633—Disposable Cartridge Filter Pair 
H3635—Disposable Cartridge Filter Pair

H5962—Guitar Stand-Electric/Archtop

Figure 46.





Buy Direct and Save with Grizzly® – Trusted, Proven and a Great Value!

~Since 1983~

ORDER
24 HOURS A DAY!

1-800-523-4777

Visit Our Website Today For 
Current Specials! 


